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MAIN FEATURES

*KIJ�YCVGT�ƃQYU�>Ài�>ÃÃÕÀi`�LÞ�Ì�i�1”chromed brass and stainless steel inlets >�`�
�Ì�iÀ�Ã«iV�>��V��«��i�ÌÃ�ÃÕV��>Ã�Ì�i��Þ`À>Õ��V�Ã��V��>LÃ�ÀLiÀ�>�`�Ì�i�special mixing unit 

Ü�Ì��ÌÜ��V�iV��Û>�ÛiÃ�>�`���Ìi}À>Ìi`�w�ÌiÀÃ�­�"8�£Óx�®°

High precision�Ü�Ì���>Ý�Ì��iÀ>�ViÃ��v�´£¯����`�Ã��}�>�`�´£]x�c
������Ý��}�­�"8�£Óx�®°

Memory�v�À�Ì�i��>ÃÌ�Ãi�iVÌ���°

Easy installation Ì�>��Ã�Ì��Ì�i�«À�Û�`i`���Ì�>�`�Ì�i�",�}>Ã�iÌ�ÌÞ«i�Õ����Ã°

Remote pump command�v�À�>�«iÀviVÌ���Ìi}À>Ì����Ü�Ì��STM Water chillers.

THE 125 SERIES OFFERS HIGH FLOWS
AND A SIMPLE AND FRIENDLY USER INTERFACE

SUITABLE FOR INDUSTRIAL BAKERIES DESIRING
 TO AUTOMATIZE THE DOSING PROCESS

OF LARGE WATER QUANTITIES.

Optional 3-way kit\�V�À��i`�LÀ>ÃÃ�>�`�ÃÌ>���iÃÃ�ÃÌii��wÌÌ��}Ã�Ì���>�>}i�
Ì�i����iÌÃ�V��L��>Ì����v�À�Ãi>Ã���V�>�}iÃ°

Communication options\���«ÕÌÃ�v�À�Ài��Ìi�-/Ƃ,/É-/"*�>�`�,-�{nx�­���Þ�v�À�Ì�i�µÕ>�Ì�ÌÞ�ÃiÌ®°

The water doser-mixers DOMIX are indispensable to 

standardize and optimize the quality of the dough in 

the bakery products, both in the industrial and in the 

artisanal bakeries. The DOMIX allow a permanent 

watch of the water quantity and temperature, to 

accurately control the leavening process.

"��Þ�`�Ã��} ��Ã��}�E���Ý��}
DOX 125 DOX 125M

Simple and intuitive interface�Ü�Ì��³�>�`����iÞÃ�v�À�ÃiÌÌ��}�Ì�i�µÕ>�Ì�ÌÞ]�-/Ƃ,/�v�À�ÃÌ>ÀÌ��}��À�ÀiÃÕ���}�
Ì�i�`�Ã>}i]�-/"*�É�
�v�À��>�Õ>��ÃÌ�««��}��À�v�À�`i�iÌ��}�Ì�i��i��ÀÞ°�/�iÀi�>Ài�>�Ã��digital displays 
Ã��Ü��} Ì�i�µÕ>�Ì�ÌÞ�>�`�Ì�i�Ìi�«iÀ>ÌÕÀi]�Ì�i��>ÌÌiÀ�Li��}�`iÌiVÌi`�LÞ�>�tenth-degree probe.



CARATTERISTICHE DISTINTIVE

Grandi portate assicurate dalla raccorderia da 1” ����ÌÌ��i�VÀ��>Ì��i`�>VV�>������Ý]�`>��½>�Ì�Ã��V��i�
`>�Õ��miscelatore speciale�`�Ì>Ì��`��Ó�Û>�Û��i�`������À�Ì�À���V���w�ÌÀ����Ìi}À>Ì��­�"8�£Óx�®°

Interfaccia semplice ed intuitiva�V���Ì>ÃÌ��-1�i���5�«iÀ� �½��«�ÃÌ>â���i�`i��>�µÕ>�Ì�ÌD]�-/Ƃ,/�«iÀ�
�½���â��� �� �>� À�«ÀiÃ>� `i�� `�Ã>}}��]� -/"*É
� «iÀ� �½>ÀÀiÃÌ���>�Õ>�i� �� �½iÛi�ÌÕ>�i� V>�Vi��>â���i� `i��>�
�i��À�>°�-��������ÌÀi�«ÀiÃi�Ì��display digitali «iÀ��>�Û�ÃÕ>��ââ>â���i�̀ i��>�µÕ>�Ì�ÌD�i�̀ i��>�Ìi�«iÀ>ÌÕÀ>]�

µÕiÃÌ½Õ�Ì��>�À��iÛ>Ì>�`>��>�sonda interna al decimo di grado.

Alta precisione�V���Ì���iÀ>�âi��>ÃÃ��i�«>À��>�´£¯��i��`�Ã>}}���
e ±1,5 °C �i��>���ÃVi�>â���i�­�"8�£Óx�®°

Facilità di installazione�}À>â�i�>����Ì�>««�Ã�Ì>�i�Ìi�«Ài`�Ã«�ÃÌ��i�>��L�VV�iÌÌ����V���Ìi�ÕÌ>�",°

Memoria�«iÀ��½Õ�Ì��>�Ãi�iâ���i°

Kit 3-vie opzionale\�À>VV�À`iÀ�i�����ÌÌ��i�VÀ��>Ì��i`�>VV�>������Ý�«iÀ��½>���i�Ì>â���i�
>�ÌÀi�ÌÕL��­>VµÕ>�V>�`>]�`��ÀiÌi�i�ÀivÀ�}iÀ>Ì>®°

LA SERIE 125 OFFRE GRANDI PORTATE
E UN’ INTERFACCIA SEMPLICE ED INTUITIVA
ADATTA A REALTÀ INDUSTRIALI  CHE DESIDERANO 

AUTOMATIZZARE IL  PROCESSO DI  DOSAGGIO 
DI  GRANDI QUANTITA’  D’ACQUA.

LA GAMMA COMPLETA

I dosatori-miscelatori DOMIX sono strumenti indispensabili per standardizzare e ottimizzare la 

µÕ>��Ì>½�`i}��� ��«>ÃÌ�]�Ã�>��i��«>��wV��>ÀÌ�}�>�>��]�V�i����µÕi���� ��`ÕÃÌÀ�>��Æ� ��DOMIX permettono 

infatti un controllo costante sulla quantita’ e sulla temperatura dell’acqua, per gestire in maniera 

accurata il processo di impasto e di lievitazione.

Telecomando pompa�«iÀ�Õ�½��Ìi}À>â���i�«iÀviÌÌ>�V�����Refrigeratori d’acqua STM.

Opzioni di comunicazione\���}ÀiÃÃ��«iÀ�-/Ƃ,/É-/"*�Ài��Ì��i�,-�{nx�­Ã����«iÀ����ÃiÌ�µÕ>�Ì�ÌD®°

Solo dosaggio ��Ã>}}���i���ÃVi�>â���i
DOX 125 DOX 125M
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DOX 125 DOX 125M

POWER SUPPLY 230 Volt AC or 115 Volt AC ±10% 230 Volt AC or 115 Volt AC ±10% ALIMENTAZIONE

MAINS FREQUENCY 50/60 Hz 50/60 Hz FREQUENZA

TOTAL ABSORBED POWER 25 VA 25 VA POTENZA ASSORBITA 

OPERATING REGULATION 
RANGE -

2÷65 °C (36÷140 °F) 

precision ±1°
CAMPO DI REGOLAZIONE

DOSING PRECISION ±1% ±1% PRECISIONE DOSAGGIO

MAX INLET TEMPERATURE 65 °C (149 °F) 65 °C (149 °F) TEMP. MAX IN INGRESSO

MAX BATCH 999,9 L; 99 lb + 15 oz; 999,9 lb 999,9 L; 99 lb + 15 oz; 999,9 lb SCARICO MASSIMO

HYDRAULIC INLET 
CONNECTIONS 3/4” 1 - 1/2” INGRESSI ACQUA

HYDRAULIC OUTLET 
CONNECTIONS 3/4” 3/4” RACCORDI USCITA

MAX INLET PRESSURE 5 bar (72,5 psi) 5 bar (72,5 psi) PRESSIONE MAX

MIN INLET PRESSURE 1 bar (14,5 psi) 1 bar (14,5 psi) PRESSIONE MIN

INTERNAL PROBE Thermo-resistor PT 1000 type A Thermo-resistor PT 1000 type A SONDA INTERNA

SUPPLY FUSE 250 V - T 250 mA retarded at 230 V

250 V - T 630 mA retarded at 115 V

250 V - T 250 mA time-delay at 230 V

250 V - T 630 mA time-delay at 115 V
FUSIBILE ALIMENTAZIONE

PUMP COMMAND FUSE 250 V - F 6,3 A 250 V - F 6,3 A FUSIBILE TLC POMPA

FLOW RATE AT 
1 bar AND 20 °C 90 L/min (198 lb/min) 50 L/min (110 lb/min) PORTATA A 1 bar e 20 °C

FLOW RATE AT 
5 bar AND 20 °C 145 L/min (320 lb/min) 125 L/min (276 lb/min) PORTATA A 5 bar e 20 °C

DOX 125 - technical drawings


